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1.   This design is diagrammatic.  All piping, valves, etc., shown within paved areas or outside property lines is for
design clarification only and shall be installed in landscaped areas within the property boundaries where possible.
No irrigation equipment may be installed outside property lines unless otherwise directed.

2.  This system has been designed to conform with the requirements of the applicable codes.  Should any conflict
exist, the requirements of the codes shall prevail.

3.   All sprinkler equipment not otherwise detailed or specified shall be installed as per the manufacturer's
recommendations and specifications.

4.   Pipe sizes shall conform to those shown on the drawings. No substitutions of smaller pipe sizes shall be
permitted, but substitutions of the larger sizes may be approved. All damaged and rejected pipe shall be removed
from the site at the time of said rejection.

5.   It is the responsibility of the Irrigation Contractor to familiarize himself with all grade differences, location of
walls, retaining walls, structures and utilities. The Irrigation Contractor shall repair or replace all items damaged
by his work. He shall coordinate his work with other contractors for the location and installation of pipe sleeves
and laterals through walls, under roadways and paving, etc.  The Irrigation Contractor shall also familiarize
himself with the landscape plan and coordinate the installation with the Landscape Contractor.

6.   Do not willfully install the sprinkler system as shown on the drawings when it is obvious in the field that
unknown obstructions, grade differences or differences in the area dimensions exist that might not have been
considered in the engineering. Such obstructions or differences should be brought to the attention of the owner's
authorized representative. In the event this notification is not performed, the Irrigation Contractor shall assume
full responsibility for any changes necessary.

7.   The Irrigation Contractor shall flush and adjust all sprinkler heads and valves for optimum coverage with no
overspray on to walks, streets, walls, etc.  To eliminate overspray, low angle and variable arc nozzles may be
substituted for standard spray nozzles.

8.   All pipe and wire installed beneath paving shall be sleeved in Schedule 40 PVC pipe.

9.   All threaded PVC joints shall be made using Schedule 80 PVC nipple stubs and solvent weld couplings.  No
threaded adapters will be allowed.  All other PVC joints shall be of the same type as the specified pipe, i.e., 'O' ring
or solvent weld.

10. All above ground piping shall be schedule 40PVC, unless other wise specified.

11. All sprinkler heads with flow rates of 7 GPM or less shall be mounted on flex type swing joints.  Flex type pipe
shall be used for swing joints only and not lateral lines.  All sprinkler heads with flow rates greater than 7 GPM
shall be mounted on PVC swing joints of the same size as the sprinkler head inlet.

12. All sprinkler heads shown as solid symbols may be mounted on schedule 40 PVC risers.  Unless otherwise
specified shrub type heads may be substituted for 4" (or less) pop-up heads.  Riser height to be determined by
plant material.  Riser extenders may be used on pop-up heads.  All shrub risers shall be Schedule 40 PVC and
painted flat or satin black.  Risers shall be supported with rebar or angle iron secured by stainless steel clamps.
All sprinkler heads shown on risers adjacent to public thoroughfares shall be installed 12" (min) from edge of
pavement.

13. This system has been designed to provide a 100% coverage with 100% overlap. All water used for irrigation
shall be rust free. If a chemical injection system is used in a well water system, the well shall be protected in
accordance with Florida state law.

GENERAL IRRIGATION NOTES

THIS SYSTEM HAS BEEN DESIGNED AND SHALL BE INSTALLED IN
ACCORDANCE WITH ALL THE REQUIREMENTS OF APPENDIX F,
CONSTRUCTION AND BUILDING CODES FOR TURF AND LANDSCAPE
IRRIGATION SYSTEMS, OF THE FLORIDA BUILDING CODE.

CONTROLLER &
RAIN SWITCH

Irrigation meter.

Reduced Pressure Zone backflow preventer.

directed.

directed.

1 1/2" solenoid valve with valve box.

Controller-mount at location shown or as

Rain switch-mount at location shown or as

Description

M

Symbol

LEGEND

Hunter

Toro

Toro

Manufacturer

Watts

Mini-Clik II

P220-26-06

Part No.

909 Series - 2"

2"

SDR26 / Class160 PVC pipe

Schedule 40 PVC sleeves

Not Shown 14AWG Type UF Direct burial irrigation wire.

Schedule 40 PVC main

EVO-4OD &
EMOD-4

 SPRINKLER HEAD SCHEDULE

 Symbol  Toro Part No.  Type  PSI  GPM  Rad.

30-40

30-40

30-40   .64

  .96

  .48

15'

12'

12'

12'

30-40 1.50

30-40   .43 4' X 15'

30-40   .88 4' X 30'

30-40   .66 10'4" pop-up spray

4" pop-up spray

4" pop-up spray

4" pop-up spray

4" pop-up spray

4" pop-up spray

4" pop-up spray

570Z-4P-12-H-PC

570Z-4P-12-T-PC

570Z-4P-12-Q-PC

570Z-4P-15-H-PC

570Z-4P-10-H-PC

570Z-4P-4-EST-PC

570Z-4P-4-SST-PC

4" pop-up spray

4" pop-up spray

570Z-4P-15-Q-PC

570Z-4P-15-T-PC 30-40

30-40

1.00

  .75

15'

15'

570Z-4P-12-TT-PC 30-40 1.28 12'

4" pop-up spray570Z-4P-15-TT-PC 30-40 2.00 15'

4" pop-up spray

T5P-20

Pop-up-rotor

Pop-up-rotor

T5P-15

35

35

1.80 35'

1.38 34'

4" pop-up spray570Z-4P-8-H-PC 8'  .4430-40

30-40   .33 10'6" pop-up spray570Z-6P-10-Q-PC

6" pop-up spray570Z-6P-8-Q-PC 30-40   .22 8'4" pop-up spray

4" pop-up spray570Z-4P-10-Q-PC

570Z-4P-8-Q-PC

 SPRINKLER ZONE SUMMARY

Zone No. Head Type GPM Valve Size

1

2

3

4

22

26

18

20

1"

1"

1"

1"

Spray

Rotor

6

5

22

31

1"

1"

7 24 1"

8 Spray 24 1"

9 Spray 24 1"

Spray

Rotor

Spray

Spray

Total head count: 160 Sprays

Spray

MINI-CLIK

NOTES:
1.   INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.
2.   DO NOT SCALE DRAWING.
3.   THIS DRAWING IS INTENDED FOR USE BY ARCHITECTS, ENGINEERS, CONTRACTORS, CONSULTANTS AND DESIGN

PROFESSIONALS FOR PLANNING PURPOSES ONLY.  THIS DRAWING MAY NOT BE USED FOR CONSTRUCTION.
4.   ALL INFORMATION CONTAINED HEREIN WAS CURRENT AT THE TIME OF DEVELOPMENT BUT MUST BE REVIEWED AND

APPROVED BY THE PRODUCT MANUFACTURER TO BE CONSIDERED ACCURATE.
5.   CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.com/info AND ENTER

REFERENCE NUMBER 065-471.

EVO-4OD EVOLUTION® SERIES – OUTDOOR MODEL

CONTROLLER

EVOLUTION OUTDOOR TORO
CONTROLLER MODEL NO. EVO-4OD.
SEE IRRIGATION LEGEND FOR
NUMBER OF STATIONS.
SECURE TO WALL WITH
APPROPRIATE FASTENERS.
1/2" CONDULET AND CONDUIT FOR
ELECTRICAL POWER PER  LOCAL
AND NATIONAL ELECTRICAL CODES.
SECURE TO WALL WITH APPROPRIATE
PIPE CLAMPS.
1" CONDUIT FOR REMOTE CONTROL
WIRES.  SECURE TO WALL WITH
APPROPRIATE PIPE CLAMPS.
FINISHED GRADE.
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